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GENERAL NOTES

1.

REFER TO SPECIFIC LOCAL CODES FOR ALL WORK ITEMS. THE LATEST EDITION OF
"STANDARD SPECIFICATIONS FOR SEWER & WATER CONSTRUCTION IN WISCONSIN",
"WISCONSIN DEPARTMENT OF COMMERCE STATE PLUMBING CODE", MANUAL OF
UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS" AND "STANDARD
SPECIFICATIONS FOR HIGHWAY AND STRUCTURE CONSTRUCTION, CURRENT EDITION"
AS ADOPTED BY THE STATE OF WISCONSIN, DEPARTMENT OF TRANSPORTATION,
HEREINAFTER REFERRED TO AS THE STANDARD SPECIFICATIONS SHALL APPLY TO THIS
PROJECT; UNLESS SPECIFIED ELSEWHERE IN THE PROJECT PLANS OR CONTRACT
DOCUMENTS. IN THE EVENT OF CONFLICT BETWEEN THE STANDARD SPECIFICATIONS,
OR MUNICIPAL SPECIFICATIONS, PROJECT SPECIFICATIONS SHALL TAKE PRECEDENCE
AND SHALL GOVERN.

GEOTECHNICAL EVALUATION HAS NOT BEEN CONDUCTED FOR THIS SITE. SUB-SURFACE
SOIL CONDITIONS WERE ASSUMED TO BE CONSISTENT WITH THE US DEPARTMENT OF
AGRICULTURE (USDA), NATURAL RESOURCES CONSERVATION SERVICES (NRCS) WEB
SOIL SURVEY CUSTOM SOIL RESOURCE REPORT. IT SHALL BE EXPRESSLY UNDERSTOOD
THAT OWNER WILL NOT BE RESPONSIBLE FOR ANY INTERPRETATIONS OR
CONCLUSIONS DRAWN THEREFROM BY THE CONTRACTOR. DATA IS MADE AVAILABLE
FOR THE CONVENIENCE OF THE CONTRACTOR. THE CONTRACTOR IS RESPONSIBLE FOR
PERFORMING ANY ADDITIONAL SOILS INVESTIGATIONS THEY FEEL IS NECESSARY FOR
THE PROPER EVALUATION OF THE SITE FOR PURPOSES OF PLANNING, BIDDING, OR
CONSTRUCTION OF THE PROJECT AT NO ADDITIONAL COST TO THE OWNER.

THE INTENTION OF THE PLANS AND SPECIFICATIONS IS TO SET FORTH PERFORMANCE
AND CONSTRUCTION MATERIAL STANDARDS FOR THE PROPER EXECUTION OF WORK.
ALL WORK CONTAINED WITHIN THE PLANS AND SPECIFICATIONS SHALL BE COMPLETED
IN ACCORDANCE WITH ALL REQUIREMENTS FROM LOCAL, STATE, FEDERAL, OR OTHER
GOVERNING AGENCY'S LAWS, REGULATIONS, JURISDICTIONAL
ORDINANCES/CODES/RULES/ETC. AND THE ENGINEER'S, OWNER'S AND GOVERNING
AGENCY'S DIRECTION.

THE CONTRACTOR IS RESPONSIBLE TO REVIEW AND UNDERSTAND ALL COMPONENTS
OF THE PLANS AND SPECIFICATIONS, INCLUDING FIELD VERIFYING SOIL CONDITIONS,
PRIOR TO SUBMISSION OF A BID PROPOSAL.

THE CONTRACTOR SHALL PROMPTLY REPORT ANY ERRORS OR AMBIGUITIES LEARNED
AS PART OF THEIR REVIEW OF PLANS, SPECIFICATIONS, REPORTS AND FIELD
INVESTIGATIONS.

THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE COMPUTATION OF QUANTITIES
AND WORK REQUIRED TO COMPLETE THIS PROJECT. THE CONTRACTOR'S BID SHALL BE
BASED ON ITS OWN COMPUTATIONS AND IN NO SUCH INSTANCE RELY ON THE
ENGINEER'S ESTIMATE.

QUESTIONS/CLARIFICATIONS WILL BE INTERPRETED BY ENGINEER/OWNER PRIOR TO THE
AWARD OF CONTRACT. ENGINEER/OWNER WILL SUBMIT OFFICIAL RESPONSES IN
WRITING. INTERPRETATIONS PRESENTED IN OFFICIAL RESPONSES SHALL BE BINDING ON
ALL PARTIES ASSOCIATED WITH THE CONTRACT. IN NO WAY SHALL WORD-OF-MOUTH
DIALOG CONSTITUTE AN OFFICIAL RESPONSE.

PRIOR TO START OF WORK, CONTRACTOR SHALL BE COMPLETELY FAMILIAR WITH ALL
CONDITIONS OF THE SITE, AND SHALL ACCOUNT FOR CONDITIONS THAT AFFECT, OR
MAY AFFECT CONSTRUCTION INCLUDING, BUT NOT LIMITED TO, LIMITATIONS OF WORK
ACCESS, SPACE LIMITATIONS OF WORK ACCESS, SPACE LIMITATIONS, OVERHEAD
OBSTRUCTIONS, TRAFFIC PATTERNS, LOCAL REQUIREMENTS, ADJACENT ACTIVITIES, ETC.
FAILURE TO CONSIDER SITE CONDITIONS SHALL NOT BE CAUSE FOR CLAIM OF JOB
EXTRAS.

COMMENCEMENT OF CONSTRUCTION SHALL EXPLICITLY CONFIRM THAT THE
CONTRACTOR HAS REVIEWED THE PLANS AND SPECIFICATIONS IN ENTIRETY AND
CERTIFIES THAT THEIR SUBMITTED BID PROPOSAL CONTAINS PROVISIONS TO COMPLETE
THE PROJECT, WITH THE EXCEPTION OF UNFORESEEN FIELD CONDITIONS; ALL
APPLICABLE PERMITS HAVE BEEN OBTAINED; AND CONTRACTOR UNDERSTANDS ALL OF
THE REQUIREMENTS OF THE PROJECT.

SHOULD ANY DISCREPANCIES OR CONFLICTS IN THE PLANS OR SPECIFICATIONS BE
DISCOVERED AFTER THE AWARD OF THE CONTRACT, ENGINEER/OWNER SHALL BE
NOTIFIED IN WRITING IMMEDIATELY AND CONSTRUCTION OF ITEMS AFFECTED BY THE
DISCREPANCIES/CONFLICTS SHALL NOT COMMENCE, OR CONTINUE, UNTIL A WRITTEN
RESPONSE FROM ENGINEER/OWNER IS DISTRIBUTED.

. THE CONTRACTOR SHALL, AT ITS OWN EXPENSE, OBTAIN ALL NECESSARY PERMITS AND

LICENSES TO COMPLETE THE PROJECT. OBTAINING PERMITS, OR DELAYS, IS NOT CAUSE
FOR DELAY OF THE CONTRACT OR SCHEDULE. CONTRACTOR SHALL COMPLY WITH ALL
PERMIT REQUIREMENTS.

. THE CONTRACTOR SHALL NOTIFY ALL INTERESTED GOVERNING AGENCIES, UTILITY

COMPANIES AFFECTED BY THIS CONSTRUCTION PROJECT, AND DIGGER'S HOTLINE IN
ADVANCE OF CONSTRUCTION TO COMPLY WITH ALL JURISDICTIONAL
ORDINANCES/CODES/RULES/ETC., PERMIT STIPULATION, AND OTHER APPLICABLE
STANDARDS. THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES FOR FIELD
LOCATIONS OF THEIR FACILITIES PRIOR TO BEGINNING CONSTRUCTION. THE
CONTRACTOR WILL BE RESPONSIBLE FOR THE MAINTENANCE AND PRESERVATION OF
THESE FACILITIES. ANY UTILITY LOCATIONS SHOWN ON THE PLANS ARE BASED ON
AVAILABLE RECORDS AND ARE FOR GENERAL DIRECTION ONLY. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR VERIFYING LOCATIONS OF ALL UNDERGROUND UTILITIES
SUCH AS GAS MAIN, SANITARY AND STORM SEWER, WATER, ETC,, AT THE TIME OF
CONSTRUCTION. THE CONTRACTOR SHALL FIELD VERIFY ELEVATIONS, SIZES,
CONDITIONS AND MATERIALS OF ALL EXISTING UTILITIES, INCLUDING AND ESPECIALLY
AT ALL TIE-IN OR POTENTIAL CONFLICT POINTS. THE FIELD VERIFICATION SHALL OCCUR
PRIOR TO ANY WORK BEING PERFORMED. ANY DEVIATIONS FROM PLAN INFORMATION
SHALL BE PROVIDED TO THE ENGINEER IN WRITING WITHIN 24 HOURS OF THE
VERIFICATION AND, IN EVERY CASE, PRIOR TO THE START OF CONSTRUCTION. IF THE
CONTRACTOR STARTS WORK WITHOUT NOTIFYING THE ENGINEER OF ANY
DISCREPANCIES, THEN THE CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR
CORRECTIVE OR OTHER MEASURES NECESSARY TO CONSTRUCT THE UTILITY OR SYSTEM.
THE CONTRACTOR SHALL INFORM THE ENGINEER AND THE RESPONSIBLE MUNICIPAL
DEPARTMENT BEFORE WORK COMMENCES ON EACH CATEGORY OF CONSTRUCTION (L.E.
ELECTRIC, WATER MAIN, SANITARY, STREET, AND STORM SEWER IMPROVEMENT). A
TWENTY-FOUR (24) HOUR NOTICE SHALL BE GIVEN FOR ANY ITEM THAT REQUIRES FINAL
TESTING AND INSPECTION.

20.

21,

22.

23.

24.

25.

26.

27.

28.

SAFETY IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR. THE CONTRACTOR SHALL BE
RESPONSIBLE TO INITIATE, INSTITUTE, ENFORCE, MAINTAIN, AND SUPERVISE ALL SAFETY
PRECAUTIONS AND JOB SITE SAFETY PROGRAMS IN CONNECTION WITH THE WORK.

THE CONTRACTOR SHALL KEEP THE JOBSITE CLEAN AND ORDERLY AT ALL TIMES. ALL
LOCATIONS OF THE SITE SHALL BE KEPT IN A WORKING MANNER SUCH THAT DEBRIS IS
REMOVED CONTINUOUSLY AND ALL RESPECTIVE CONTRACTORS OPERATE UNDER
GENERAL “GOOD HOUSEKEEPING.” THE CONTRACTOR SHALL TAKE ALL NECESSARY
STEPS TO CONTROL DUST ARISING FROM CONSTRUCTION OPERATIONS. THE ENGINEER,
OWNER, OR GOVERNING AGENCY MAY ORDER WATER TO BE SPREAD FOR DUST
CONTROL. CONTRACTOR SHALL ALSO KEEP PAVED ROADWAYS AS CLEAN AS POSSIBLE
AND MAY BE ORDERED BY THE ENGINEER, OWNER, OR GOVERNING AGENCY TO CLEAN
STREETS AS REQUIRED. ALL DUST CONTROL MEASURES AND STREET CLEANING WILL BE
CONSIDERED INCIDENTAL TO THE PROJECT.

THE CONTRACTOR SHALL INDEMNIFY THE OWNER, ENGINEER, AND THEIR AGENTS
FROM ALL LIABILITY INVOLVED WITH THE CONSTRUCTION, INSTALLATION, AND TESTING
OF THE WORK ON THIS PROJECT.

PRIOR TO CONSTRUCTION, A PRE-CONSTRUCTION MEETING MUST BE HELD AT THE
OFFICE OF THE ENGINEER, OWNER, OR GOVERNING AGENCY. THE PRE-CONSTRUCTION
MEETING SHALL BE SCHEDULED AND MODERATED BY THE DESIGN
ENGINEER/ARCHITECT OF RECORD.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROPER BRACING, SHORING, AND OTHER
REQUIRED PROTECTION OF ALL ROADWAYS BEFORE CONSTRUCTION BEGINS. HE SHALL
BE RESPONSIBLE FOR ANY DAMAGE TO THE STREETS OR ROADWAYS AND ASSOCIATED
STRUCTURES AND SHALL MAKE REPAIRS AS NECESSARY TO THE SATISFACTION OF THE
ENGINEER.

THE ENGINEER/OWNER/GOVERNING AGENCY AND THEIR REPRESENTATIVES SHALL BE
ALLOWED ACCESS TO THE SITE AT ALL TIMES. THE CONTRACTOR SHALL TAKE WHATEVER
STEPS NECESSARY TO ASSURE ON-SITE SAFETY, ACCESSIBILITY AND FULL COOPERATION
WITH THE REPRESENTATIVE. THE REPRESENTATIVE SHALL BE ALLOWED AT ALL TIMES TO
INSPECT QUANTITY AND QUALITY OF THE WORK AND MATERIALS AND SHALL BE GIVEN
THE AUTHORITY TO REJECT WORK AND/OR MATERIALS THAT DO NOT COMPLY WITH
THE PLANS AND SPECIFICATIONS. THE FINAL ACCEPTANCE OF THE WORK SHALL BE
AUTHORIZED BY THE ENGINEER/OWNER/GOVERNING AGENCY.

THE CONTRACTOR SHALL MAINTAIN ACCESS TO LOCAL RESIDENTS, BUSINESSES AND
EMERGENCY SERVICE VEHICLES AT ALL TIMES.

THE CONTRACTOR SHALL PRESERVE ALL SURVEY MONUMENTS, OR THEY SHALL BE
REPLACED BY A LICENSED WISCONSIN LAND SURVEYOR AT THE CONTRACTOR'S EXPENSE
IF DISTURBED OR DESTROYED.

IF REQUIRED, THE TOWN OF BRADFORD'S INDEMNIFICATION AND INSURANCE
REQUIREMENTS SHALL BE PROVIDED BY THE CONTRACTOR AS IDENTIFIED IN THE
PRE-CONSTRUCTION MEETING.

R.H. BATTERMAN AND COMPANY, INC.
ENGINEER’S LIMITATION

R.H. BATTERMAN AND COMPANY, INC. AND THEIR CONSULTANTS DO NOT WARRANT OR

GUA

RANTEE THE ACCURACY AND COMPLETENESS OF THE DELIVERABLES HEREIN BEYOND

REASONABLE DILIGENCE. IF ANY MISTAKES, OMISSIONS, OR DISCREPANCIES ARE FOUND TO
EXIST WITHIN THE DELIVERABLES, THE ENGINEER SHALL BE PROMPTLY NOTIFIED PRIOR TO
BID SO THAT HE MAY HAVE THE OPPORTUNITY TO TAKE WHATEVER STEPS NECESSARY TO
RESOLVE THEM. FAILURE TO PROMPTLY NOTIFY THE ENGINEER OF SUCH CONDITIONS SHALL
ABSOLVE THE ENGINEER FROM ANY RESPONSIBILITY FOR THE CONSEQUENCES OF SUCH
FAILURE. ACTIONS TAKEN WITHOUT THE KNOWLEDGE AND CONSENT OF THE ENGINEER, OR
IN CONTRADICTION TO THE ENGINEER'S DELIVERABLES OR RECOMMENDATIONS, SHALL
BECOME THE RESPONSIBILITY NOT OF THE ENGINEER BUT OF THE PARTIES RESPONSIBLE FOR

TAKI

NG SUCH ACTION.

FURTHERMORE, R.H. BATTERMAN AND COMPANY, INC. IS NOT RESPONSIBLE FOR

CON

1A

1.B.

1.C.

STRUCTION SAFETY OR THE MEANS AND METHODS OF CONSTRUCTION.
EARTHWORK AND PAVING

THE CONTRACTOR SHALL EXAMINE THE DRAINAGE PATTERNS SHOWN ON THE PLANS
AND MAKE CERTAIN THAT ALL GUTTER FLAGS AND PAVEMENTS ARE PITCHED PROPERLY
TO ACHIEVE THIS DRAINAGE PATTERN. THE CONTRACTOR SHALL GRADE THE PROJECT
AREA TO PREVENT ACCUMULATIONS OF WATER WITHIN THE EXCAVATION AREAS
DURING PERIODS OF PRECIPITATION. ANY SUBGRADE AREA WHICH COLLECTS WATER
SHALL BE IMMEDIATELY PUMPED TO REMOVE THE ACCUMULATED WATER.
CONSTRUCTION EQUIPMENT SHALL NOT TRAVEL ON THE SUBGRADE SURFACE
SUSCEPTIBLE TO INSTABILITY DUE TO WET CONDITIONS. ANY DEWATERING OF THE SITE
SHALL BE CONSIDERED INCIDENTAL TO THE PROJECT. THIS WORK IS CONSIDERED
INCIDENTAL TO THE PROJECT AND WILL INCLUDE, AS A MINIMUM:

SHAPING THE SUBGRADE AND BASE COURSE TO DRAIN AWAY FROM THE CENTER
AND TOWARD THE EDGE.

PROVIDING SUMPS AND PUMPS AT THE OUTER EDGES OF THE ROADWAY TO
REMOVE STANDING WATER AS NECESSARY.

REDUCING THE POTENTIAL INFILTRATION OF WATER IN SUBGRADE SOIL BY ROLLING
OR OTHER MEANS TO SEAL THE SURFACE SOILS OR BASE COURSE AT THE END OF
EACH DAY'S CONSTRUCTION OR WHEN RAIN IS THREATENING.

COMPACTION AREAS TO BE COMPACTED TO A MINIMUM 95% OF MAXIMUM DRY
DENSITY AS DETERMINED BY THE MODIFIED PROCTOR TEST (ASTMD1557).

THE CONTRACTOR SHALL CONDUCT A PROOF ROLL OF THE SUBGRADE AND AGGREGATE
BASE OF PAVED AREAS PRIOR TO FINAL SHAPING FOR PAVING PREPARATIONS.

Abbreviations/Definitions

AC
BFE
BM
BOC
BSL
CL
CPCS
cs™M
CTH
DIA
ELEV
EX
FFE
HDPE
INV
LF
MH

Acres

Basement Floor Elevation
Benchmark

Back of Curb

Building Setback Line
Centerline

Culvert Pipe Corrugated Steel
Certified Survey Map
County Highway
Diameter

Elevation

Existing

Finished Floor Elevation
High Density Polyethlene
Invert

Linear Foot

Manhole

Point of Curvature

Point of Intersection
Property Line

Permanent Limited Easement
Point of Tangency
Reinforced Concrete Pipe
Reference Line

Right-of Way Line

Square Feet

Station

State Highway

Sidewalk

Square Yard

Temporary Limited Easement
Typical

United States Highway
Vertical Curve Length

v R
o
c g E
T § &
o £33
2=
nw =3
—_ (e}
o gt
|
]
>
c
5
%]
=
= 5
(] © 3
(] E:{
s 23
o
c R
v X8
3
>
ol |
3
]
s}
z
<
23d
-G
2
5
z
o
Q
S
9
g
H
&
a
Qv
£
&
o
z
S
&
o
s
s
(%] [C)
w 2
o =
z s
2 ¢
g
w ¢}
E &
o
(G =
o
=z
=
5
a
2
=
5
2
a
=~
o
=z
O
z
=) =z
82 & ¢
2 =
5.2z 3§
580 ¢
“oxzY o
- (%] =
<xos g
Ipzs ¢
ZLIJm'>_: <
W
2zgz ©
O< 2 o
FUZo =
Qunz0 VY
XNOw ©
OnNEFEyYy g
L o o) <
am & m
<
<
o
[ N S I
z z o o g
3
>
2l 5 & g ¢
zZl z| g 3l &
Sl 2| ¥ g =
8 2| % & g
[=} o o < a
SHEET NO.




PLOT DATE: 3/24/2022 2:53 PM

Ve

I. EXECUTIVE SUMMARY

The general contractor, site work contractor, and all subcontractors involved with a construction
activity that disturbs site soil or who implement a pollutant control measure identified in the Storm
Water Pollution Prevention Plan (SWPPP) must comply with the following requirements of the
National Pollution Discharge Elimination Systems (NPDES) General Permit of the local governing
agency having jurisdiction concerning erosion and sedimentation control (Town).

A. Submittal of a completed Notice of Intent (NOI) to the Wisconsin DNR, is mandatory for

@

o

any landowner who intends to discharge storm water from a construction site to waters of
the state. A completed NOI must be submitted to the DNR for approval. This specific
project, however, falls below 1.0 Ac of land disturbing activity, which is the threshold limit
requiring permitting. Therefore the completion of an (NOI / NOT) is not warranted unless
the project limits disturbance are increased above said threshold. All further references to
permitting are supplied for reference only and do not apply.

. A copy of the Notice of Intent (NOI) and a description of the project must be posted in a

prominent place for public viewing at the construction site.

. Complete copy of the SWPPP, including copies of all inspection reports, plan revisions,

etc., must be retained at the project site at all times during working hours and kept in the
permanent project records for at least six years following submission of the Notice of
Termination (NOT).

. The general contractor and sitework contractor must provide names and addresses of all

subcontractors working on this project who will be involved with the major construction
activities that disturb site soil. That information must be kept with this SWPPP.

. As described previously, regular inspections must be made to determine effectiveness of

the SWPPP. It would be modified as needed to prevent pollutants from discharging from
the site. The inspector must be a person familiar with the site, the nature of the major
construction activities, and qualified to evaluate both overall system performance and
individual component performance. Additionally, the inspector must either be someone
empowered to implement modifications to this SWPPP and the pollutant control devices, if
needed, in order to increase effectiveness to an acceptable level, or someone with the
authority to cause such things to happen.

. This SWPPP must be updated each time there are significant modifications to the pollutant

prevention system or a change of contractors working on the project who disturb site soil.
The general contractor and/or sitework contractor must notify the governing review
agency as soon as these modifications are implemented.

. Discharge of oil or other hazardous substances into the storm water is subject to reporting

and cleanup requirements.

. Once the site reaches final stabilization, the general contractor and/or sitework contractor

must complete and submit a Notice of Termination (NOT).

I. This SWPPP intends to control water-borne and liquid pollutant discharges by some

combination of interception, filtration, and containment. The general contractor, site work
contractor, and subcontractors implementing this SWPPP must remain alert to the need to
periodically refine and update the SWPPP in order to accomplish the intended goals.

. This SWPPP must be amended as necessary during the course of construction in order to

keep it current with the pollutant control measures utilized at the site. Amending the
SWPPP does not mean that it has to be reprinted. It is acceptable to add addenda,
sketches, new sections, and/or revised drawings.

. A record of the dates when major grading activities occur, when construction activities

temporarily or permanently cease on a portion of the site, and when stabilization measures
are initiated must be maintained until the NOT is filed.

Il. INTRODUCTION

A

This SWPPP has been prepared for major activities associated with construction of the Bradford
Town Hall Building

This SWPPP includes the elements necessary to comply with the national baseline general
permit for construction activities administered by the U.S. Environmental Protection Agency
(EPS) under the National Pollutant Discharge Elimination System (NPDES) program and all local
governing agency requirements. This SWPPP must be implemented at the start of construction.

Construction phase pollutant sources anticipated at the site are disturbed (bare) soil, vehicle fuels
and lubricants, chemicals associated with building construction, and building materials. Without
adequate control there is the potential for each type of pollutant to be transported by storm water.

Project construction will consist primarily of mass grading, pavement removal, new driveway and
building construction and restoration.

Purpose

A major goal of pollution prevention efforts during project construction is to control soil and
pollutants that originate on the site and prevent them from flowing to surface waters. The
purpose of the SWPPP is to provide guidelines for achieving that goal. A successful
pollution prevention program also relies upon careful inspection and adjustments during
the construction process in order to enhance its effectiveness.

. Scope

This SWPPP must be implemented before construction begins on the site. It primarily
addresses the impact of storm rainfall and runoff on areas of the ground surface disturbed
during the construction process. In addition, there are recommendations for controlling
other sources of pollution that could accompany the major construction activities. This
SWPPP will terminate when disturbed areas are stabilized, construction activities covered
herein have ceased, and a completed Notice of Termination (NOT) is mailed to the
Wisconsin DNR.

The national baseline General Permit for Storm Water Discharges from Construction
Activities prohibits most non-storm water discharges during the construction phase.
Allowable non-storm water discharges that could occur during construction on this project,
which would therefore be covered by the General permit, include:

Discharge from fire fighting activities

Fire hydrant flushing

Water used to wash vehicles or control dust

Water flowing from potable sources and water line flushing

Irrigation drainage

External building wash down which does not use detergents

Runoff from pavement wash down where spills or leaks of toxic or hazardous
materials have not occurred (unless all spilled material has been removed) and
where detergents have not been used

8.  Air conditioning condensate

9. Springs and uncontaminated groundwater, and

10. Foundation or footing drains where flows are not contaminated with process
materials such as solvents.

N o~

The techniques described in this SWPPP focus on providing control of pollutant
discharges with practical approaches that utilize readily available expertise, materials, and
equipment.

The Owner referred to in this SWPPP is the Town Of Bradford

The general contractor will construct the site development improvements while working
under contract with the Owner.

. PROJECT DESCRIPTION AND SITE SEQUENCING

Described below are the major construction activities that are the subject of this SWPPP.
They are presented in the order (or sequence) they are expected to begin, but each
activity will not necessarily be completed before the next begins. Also, activities could
occur in a different order if necessary to maintain adequate erosion and sedimentation
control:

A. Construct rock tracking pads for construction entrance/exit. This will be the first
construction work on the project.

B. Install silt fence down slope from construction activities that disturb site soil.
C. Construct rock surface for temporary parking if needed
D. Demolition - Remove Existing Structures Complete.

E. Roadway Construction - Install site roads and modify drainage structures. Be sure all
all disturbed areas have erosion protection devices installed downslope.

F. Final Grading - Provide final grading of any remaining unstablized areas and
immediately stabilize remainder of site.

The actual schedule for implementing pollutant control measures will be determined by
project construction progress. Down slope protective measures must always be in
place before soil is disturbed.

IV. SITE DESCRIPTION

Included as part of this SWPPP are the project construction drawings. Refer to them for
detailed site information.

A. Site Location - 3622 S Carvers Rock Rd
V. STORM WATER POLLUTION PREVENTION MEASURES AND CONTROLS

A variety of storm water pollutant controls are recommended for this project. Some
controls are intended to function temporarily and will be used as needed for pollutant
control during the construction period. These include temporary silt fence. For most
disturbed areas, permanent stabilization will be accomplished by covering the soil with
pavement, building, or vegetation.

A. Erosion and Sediment Controls

1. Soil Stabilization - The purpose of soil stabilization is to prevent soil from leaving
the site, in the natural condition, soil is stabilized by native vegetation. The
primary technique to be used at this project for stabilizing site soil will be to
provide a protective cover of turf grass.

a. Temporary Seeding - Within 7 days after construction activity ceases on any
particular area, all disturbed ground where there will not be construction for
longer than 14 days must be seeded with fast-germinating temporary seed and
protected with mulch.

b. Permanent Seeding - All areas at final grade must be seeded within 7 days
after completion of the major construction activity. Except for small level spots,
seeded areas should generally be protected with mulch.

c. Structural Controls - See the Grading Plan and associated details for
construction information of the proposed outlet control structures, storm sewer,
etc.

Final site stabilization is achieved when turf grass cover provides permanent stabilization
for at least 70 percent of the disturbed soil surface, exclusive of areas that have been
paved.

Other Pollutant Controls
Control of sediments has been described previously. Other aspects of this SWPPP are

1. Dust Control - Construction traffic must enter and exit the site at the stabilized
construction entrance. The purpose is to trap dust and mud that would otherwise be
carried off site by construction traffic.

2. Solid Waste Disposal - No solid materials, including building materials, are allowed to
be discharged from the site with storm water. All solid waste, including disposable
materials incidental to the major construction activities, must be collected and placed
in containers. The containers will be emptied periodically by a contract trash disposal
service and hauled away from the site. Substances that have the potential for polluting
surface and/or groundwater must be controlled by whatever means necessary in order
to ensure that they do not discharge from the site. As an example, special care must
be exercised during equipment fueling and servicing operations. If a spill occurs, it
must be contained and disposed so that it will not flow from the site or enter
groundwater, even if this requires removal, treatment, and disposal of soil. In this
regard, potentially polluting substances should be handled in a manner consistent with
the impact they present.

3. Sanitary Facilities - All personnel involved with construction activities must comply with
state and local sanitary or septic system regulations. Temporary sanitary facilities will
be provided at the site throughout the construction phase. They must be utilized by all
construction personnel and will be serviced by a commercial operator.

4. Water Source - Non-storm water components of site discharge must be clean water.
Water used for construction which discharges from the site, must originate from a
public water supply or private well approved by the State Health Department. Water
used for construction that does not originate from an approved public supply must not
discharge from the site. It can be retained in the ponds until it infiltrates and
evaporates.

5. Long-Term Pollutant controls - Storm water pollutant control measures installed during
construction, that will also provide benefits after construction, include grassed areas,
partially perforated pipe, and storm water outlet structures that will trap some sediment
and allow for regular maintenance and cleanout. Those silt fences that do not interfere
with normal operations and appear to provide long-term benefits can be left in place
after construction is completed.

C. Construction Phase "Best Management Practices"

During the construction phase, the general contractor will implement the following

1. Material resulting from the clearing and grubbing operation will be stockpiled up slope
from adequate sedimentation controls.

2. The general contractor will designate areas for equipment cleaning, maintenance, and
repair. The general contractor and subcontractors will utilize those areas. The areas
will be protected by a temporary perimeter berm.

3. Use of detergents for large scale washing is prohibited (i.e., vehicles, buildings,
pavement surfaces, etc.).

4. Chemicals, paints, solvents, fertilizers, and other toxic material must be stored in
waterproof containers. Except during application, the contents must be kept in trucks
or within storage facilities. Runoff containing such material must be collected,
removed from the site, treated, and disposed at an approved solid waste or chemical
disposal

VI. LOCAL PLANS

In addition to this SWPPP, construction activities associated with this project must comply with
any guidelines set forth by the local regulatory agency (Town).

If there are multi permits or guidelines the contractor shall follow the most stringent.

VII. INSPECTIONS AND SYSTEM MAINTENANCE

Between the time this SWPPP is implemented and final site stabilization is achieved, all
disturbed areas and pollutant controls must be inspected at least once every seven calendar
days and within 24 hours following a rainfall of 0.5 inches or greater or snowfall 6" or greater.

The purpose of site inspections is to assess performance of pollutant controls. The
inspections will be conducted by the general contractor/sitework contractor's representative.
Based on these inspections, the general contractor will decide whether it is necessary to
modify this SWPPP, add or relocate silt fence, or whatever else may be needed in order to
prevent pollutants from leaving the site via storm water runoff. The general contractor has
the duty to cause pollutant control measures to be repaired, modified, maintained,
supplemented, or whatever else is necessary in order to achieve effective pollutant control.

Examples of particular items to evaluate during site inspections are listed below. This list is
not intended to be comprehensive. During each inspection the inspector must evaluate
overall pollutant control system performance as well as particular details of individual system
components. Additional factors should be considered as appropriate to the circumstances.

A. Locations where vehicles enter and exit the site must be inspected for evidence of off site
sediment tracking. A stabilized construction entrance will be constructed where vehicles
enter and exit. This entrance will be maintained or supplemented as necessary to prevent
sediment from leaving the site on vehicles.

@

. Silt fence must be inspected and, if necessary, they must be enlarged or cleaned in order
to provide additional capacity. All material excavated from behind silt fence will be
stockpiled on the up slope side. Additional silt fence must be constructed as needed.

C. Inspections will evaluate disturbed areas and areas used for storing materials that are
exposed to rainfall for evidence of, or the potential for, pollutants entering the drainage
system. If necessary, the materials must be covered or original covers must be repaired
or supplemented. Also, protective berms must be constructed, if needed, in order to
contain runoff from material storage areas.

o

Grassed areas will be inspected to confirm that a healthy stand of grass is maintained.
The site has achieved final stabilization once all areas are covered with building
foundation or pavement, or have a stand of grass with at least 70 percent density. the
density of 70 percent or greater must be maintained to be considered as stabilized. Areas
must be watered, fertilized, and reseeded as needed to achieve this goal.

m

. All discharge points must be inspected to determine whether erosion control measures are
effective in preventing significant impacts to receiving waters.

Based on inspection results, any modification necessary to increase effectiveness of the
SWPPP to an acceptable level must be made within seven calendar days of the
inspection. The inspection reports must be completed entirely and additional remarks
should be included if needed to fully describe a situation. An important aspect of the
inspection report is the description of additional measures that need to be taken to
enhance plan effectiveness. The inspection report must identify whether the site was in
compliance with the SWPPP at the time of inspection and specifically identify all incidents
of non-compliance.

Inspection reports must be kept on file by the general contractor as an integral part of this
SWPPP for at least six years from the date of completion of the project.

Ultimately, it is the responsibility of the general/sitework contractor to assure the adequacy
of site pollutant discharge controls. Actual physical site conditions or contractor practices
could make it necessary to install more structural controls than are shown on the plans.
(ie; localized concentrations of runoff could make it necessary to install additional silt
fence. Assessing the need for additional controls and implementing them or adjusting
existing controls will be a continuing aspect of this SWPPP until the site achieves final
stabilization.
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ﬁB( SDD 15c7-a Pavement Marking Words, Symbols and Arrows
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HANDICAP SYMBOL

GENERAL NOTES

DETAILS OF INSTALLATION, MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS DRAWING
SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE STANDARD SPECIFICATIONS AND
APPLICABLE SPECIAL PROVISIONS.

PREFERENTIAL
LANE SYMBOL

PAVEMENT MARKING SYMBOLS

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

'APPROVED
June 2017 /S/ Mottnew R.Rauch
TTDATE | STATE SIGNNG AND WARKING ENGNEER

§.D.D.15 C 7-14a

/7 BROOM FINISH

6" CONCRETE

CONCRETE PAVEMENT SECTION

11/4" BASE AGGREGATE DENSE, 6" THICK

a 4" CONCRETE

4 “ Q o . = N 11/4" BASE AGGREGATE DENSE, 4" THICK

*SIDEWALK TO SLOPE AWAY FROM BUILDING

CONCRETE SIDEWALK/PORCH

11/4" AGGREGATE BASE DENSE, 12" THICK

GRAVEL ROADWAY SECTION

©

" PLUG

}

42" MIN.

6" PLUG 8" PVC FROST SLEEVE

6" PVC CLEANOUT PIPE

=— VARIABLE - SEE PLAN
T W

I /
6" STORM UNDERDRAIN

CLEANOUT - GRASS AREA
(6" STORM UNDERDRAIN)

6" PRE-FABRICATED 45° BEND

|
I |l 4: FLOW ——=

6"x6" PRE-FABRICATED WYE

I /
6" STORM UNDERDRAIN

NEENAH R-1976 FRAME & SOLID COVER

‘EZOHI;‘/IPACTED GRAVEL BASE
8" PVC FROST SLEEVE

6" PVC CLEANOUT PIPE

6" PRE-FABRICATED 45° BEND

=— VARIABLE - SEE PLAN
T W

|
I 1l 4: FLOW ——=

6"x6" PRE-FABRICATED WYE

CLEANOUT - PAVEMENT AREA
(6" STORM UNDERDRAIN)

3/4" REINFORCING BARS,
EMBEDDED

PRECAST CONCRETE WHEEL STOP

FILTER
FABRIC

rf SEE PLAN FOR WIDTH 4—1
y — —

— WASHED
STONE

EXISTING
GROUND

— 6" PERF ADS
N-12 PIPE
WRAPPED
W/ FILTER
FABRIC

N

PROPOSED
BUILDING N
A
6 2] Rie \\fj\o 5
7 S 35
705.‘7) C
VARIES ! 3 ! VARIES (2.7'-3.5) -

SWALE CROSS SECTION DETAIL

GRAVEL TRENCH DETAIL
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B SDD 869

INSLOPE

TYPICAL SECTION

9-6 3 8°0°Q’S

NOTE: ADDITIONAL POST DEPTH OR TIE BACKS
MAY BE REQUIRED IN UNSTABLE SOLS.

WOOD POSTS'
LENGTH 4-0" MIN,
20" MIN, DEPTH
IN GROUND.

GEOTEXTILE
FABRIC ONLY

FLOW B

—_— ROADWAY —— b ——-—ROOMAY— - —— - —— - L ROADWAY— - —— -~ —— - ——
SHOULDER SHOULDER SHOULDER
B Fy 2 TTT r T TE
2 T T DITCH DIKE | S ke
INSLOPE T INSLOPE INSLOPE ?
- B -—

11

I SHOULDER

FLOW B

@

[CNCRC)

i

SITUATION 1

SITUATION 2

PLAN VIEW
SILT FENCE AT MEDIAN SURFACE DRAINS

TYPICAL APPLICATION OF SILT FENCE

GEOTEXTILE
FABRIC

SUPPORT CORD
OR TENSION TAPE

— WO0D POST

— [—
GEOTEXTILE
FABRIC

TWIST METHOD

FLOW DIRECTION

A\

GEOTEXTILE

FLOW DIRECTION

oot f

Lo 7
e ] oo post

HOOK METHOD

N
o«
ot T
¥NOTE: §-0" POST SPACING ALLOWED IF A
WOVEN GEOTEXTILE FABRIC IS USED.
SILT FENCE

JOINING TWO LENGTHS OF SILT FENCE

®

GENERAL NOTES
DETALS OF CONSTRUCTION NOT SHOWN ON THIS DRAWNG SHALL CONFORM TO

THE PERTINENT REQUIREMENTS OF THE STANDARD SPECIFICATIONS AND
APPLICABLE SPECIAL PROVISIONS.

HORIZONTAL GRACE REQURED WITH 2° X 4" WODDEN FRANE OR EOUVALENT
AT TOP OF POST:

FOR MANUAL STALLATIONS THE TRENCH SALL OF A NNMUW OF 4 WOE
DEEP 10 BURY AND ANCHOR THE GEOTEXTILE FABRIC. FOLD MATERIAL

T FIT THENGH AND BACKFILL & CONPACT TRENCH WTH EXCAVATED SoL,

WOOD POSTS SHALL BE A MINMUM SIZE OF 15" X 15" OF OAK OR HICKORY.

SILT FENCE TO EXTEND ACROSS THE TOP OF THE PIPE.

CONSTRUCT SLY FENCE FROM & CONTUOUS ROLL IF POSSBLE BY CUTTING

ROTATE, AT LEAST 180 DEGREES, B) HOOK THE END OF EACH SILT FENCE
LENGTH,

GEOTEXTILE
FABRIC

FLOW DRECTION @%

EXCESS
FABRIC

TRENCH DETAIL

TIEBACK BETWEEN FENCE
POST AND ANCHOR

MIN, 18" LONG

N\ NS
\ "
?\mow stae ||
u

SILT FENCE TIE BACK
(WHEN REQUIRED BY THE ENGINEER)

o
€ a

3° @Npos

3

SILT FENCE

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

'APPROVED

/ Betn Cannestra

o5
DATE  CHEF ROADWAY DEVELOPMENT ENGNEER

Sediment Log

Stake to Penetrate Mesh of
Both Logs at Top and Bottd
of Where Logs Meet (Typ)

SEDIMENT LOG AT STORM DRAIN
SECTION B—B (NTS)

t, No Gaps
£ Ditch ont, N ¥s

TYPICAL OVERLAP
PLAN (NTS)

Looate Sediment Logs as indicated in plans, SWPPP or as directed by the Engineer.

Select, install and maintain Logs per manufacturers’ specifications and good_en

chunncl bottom perpendicular to the flow of water as shown on detail this

e Log as shown. Stakes shall be placed through downstream side only as shown.
DO NOT drive stakes through center of I!hl éﬂg (Sloku must be driven into the
and bot

Ensure that no gaps exist between soll
Placament of Sediment Logs shall be evuated by the Enginesr In rocky

Storm Drain Inlet

17X1"x46" Hardwood
Stake to Protrude 2"
lax Above Log (Typ)
Gradation C Angular Rock
Riprap/Mulch Wedge to Be Built

st Upstream Side of Sedlmu\(
Lng to Prevent Undermini

P Adjust ocl(
lev/k ok uleh Wedge
gording to Direction o Flow

cppls to, stuatons here
alm channel is wider
of single Sedment Log. Too oy multle

gineering practices.
Lay,sediment log across propared dltch or channel Trenching or burial of Sediment Logs Is not required. The close, continuous
oct betwoen the batlom of the Log and the ground js mandatory.  The Lags shall be nstaled i the ditch, Blh«un‘ﬁohom

Length Voris to Extond
Beyond the Estimated
or e Eotimoted Lovr of Benkioh Stege

{ 1°x1"x46" Hordwood
Stake (Typ)

Pl A
Sediment Log

€'=0" (Min) to Edge
of Pavement

Cut or Fill Slope

rANVIAVA

TS ‘\Jm.u-

Continuous Contact Between

Estimated High Flow Line e o e 'Log and Ground

SEDIMENT LOG IN DITCH/CHANNEL
SECTIONAL ELEVATION (NTS)

Riprap/Mulch Wedge (approx.
T i ELmigRS o ‘ot Tomeped Agalnst
7 Both Upstream, and Downsireom Sides of
Prevent Undermining.

1°X1°x46" Hardwood Stake To
Protrude 2" Max. Above Log.

t Logs may be necessary.

Continuous Contact

Log and Groun:

SECTION A-A (NTS)

ditions.

Remove Sediment Log BMPs within the ditches/channels and around the slovm ol kneia G per ihe Dkvection of the Enghissr

.08 soon as proct enblt lmon stabilization of the construction disturbed a

Dispose of Sedim Ghd trapped. sediment materal and fil trench creoted by Sediment Log.
T octahation and marsienants.of ‘Sadiment Log BUPs annll ot negatiely impact rafflc satety, nor the designed

inction of roadway or bridge drainage facilities.

installed and maintained to carry the stormwater of G ot Z-yulr, 2-hour events,

. Fiold adjust ond correct Sediment Log GMP immediately If 1t s cosaing fooding, eresion, and/or affecting roodwoy safety.

SEDIMENT LOG INSTALLATION DETAILS

$.D.D. 8 E 9-6

lanners

Wisconsin 53511
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JUDITH PEICH REVOCABLE TRUST

EXISTING
BUILDING

PROPOSED |
BUILDING

|
P
CONCRETE PORCH | <

W/ ROOF OVERHANG |
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6-3-162
RICHARD & GAIL KUHLOW
3623 S CARVERS ROCK RD

LEGEND

Slclclolcloeleloe

6" CONCRETE PAVEMENT

4" CONCRETE SIDEWALK (WIDTH INDICATED)

GRAVEL TRENCH

PAVEMENT MARKING HANDICAP SYMBOL, YELLOW
PAVEMENT MARKING, 4" YELLOW

PRECAST CONCRETE WHEEL STOP

REINSTALL SALVAGED HANDICAP SIGNS ON BUILDING POST
LANDSCAPE WALL (SEE ARCHITECTURAL PLANS)

WOODEN STEPS (SEE ARCHITECTURAL PLANS)

GRAVEL ROADWAY SECTION

PARKING COUNT

SITE INFORMATION:

ZONING:

PARCEL AREA:

PROPOSED IMPERVIOUS AREA:
SITE DISTURBED AREA:
VEHICLE PARKING:

HANDICAP PARKING:

AR (AGRICULTURAL RESIDENTIAL)
23,203 SF (0.53 AQ)

1,919 SF (0.04 AC)

4,968 SF (0.11 AC)

2 SPACES

1 SPACES (1 VAN)

v R
by
[CR
C cg
c w £
© IS}
a5 8 ®
O_gg
5 5§
|
)
>
-
o]
%]
13
S
(] gq-
v g ¥
S ig
[@)]
c ha
v &8
3
&
ol |
a
5
s}
z
gZ
a9
]
2
17}
z
o
L
8
9
2
=
&
a
Qv
£
=
o
z
S
&
o
&
z E
< 2
- i
& ¢
= =
3
2 2
=
= o
w &
[ Q
7 8
2
=
3
g
8
2
3
&
o
=z
O
P
[ala) Z
=2 Q0
5.2z =
2ygs0 2
_IOU_U >
_l':z wv (]
< o= =
Twn2 5
e . o
Z;mi =
228z <
O<«<>~5 =<2
—FJzo O
Emgu °
NOyx g
OanpEyu ¢
am &
<<
o
[~
2
2 2| & & 9
3
50
2l g 2 g ¢
2l ozl 2 3 ©
Sl 2| ¥ g =
2 2| £ g ¢
[=} o o < a
SHEET NO.
U \_ _/




PLOT DATE: 3/24/2022 2:55 PM

6

JUDITH PEICH REVOCABLE TRUST
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SURFACE WATER FLOW

DITCH CHECK

ME
EP
ToW
BoW

MATCH EXISTING
EDGE OF PAVEMENT
TOP OF WALL
BOTTOM OF WALL

GRADING & DRAINAGE NOTES:

1.

ER(
1

4.

INLET RIM ELEVATIONS ARE REFERENCED
TO THE CENTER OF THE CASTING.

OSION CONTROL NOTES:
EROSION CONTROL FEATURES AS SHOWN
IN THE PLANS ARE THE MINIMUM
REQUIREMENTS TO CONTROL. THE
ENGINEER MAY MODIFY LOCATIONS AS
NEEDED. ALL EROSION CONTROL
MEASURES SHALL BE MAINTAINED UNTIL
SUCH TIME AS THE ENGINEER
DETERMINES THE MEASURE IS NO
LONGER NECESSARY.

ALL DISTURBED AREAS TO BE RESTORED
WITH SEED, FERTILIZER, AND MULCH
UNLESS OTHERWISE NOTED. FINAL
SEEDING TO BE #40. PROVIDE 2 LBS/1000
SF (0.044 TONS/ACRE). REFERENCE
SECTION 630 OF THE WISCONSIN
STANDARD SPECIFICATIONS FOR
HIGHWAY AND STRUCTURE
CONSTRUCTION.

MULCHING SHALL CONFORM TO SECTION
627 OF WISCONSIN STANDARD
SPECIFICATIONS FOR HIGHWAY AND
STRUCTURE CONSTRUCTION.

INSTALL SILT FENCING AS SHOWN ON
PLANS FOLLOWING COMPLETION OF
REMOVALS AND PRIOR TO LAND
DISTURBING ACTIVITIES.

LOG-TYPE EROSION CONTROL MAY BE
SUBSTITUTED FOR SILT FENCE IF THE SITE
MEETS THE CRITERIA AND IS INSTALLED IN
ACCORDANCE WITH WDNR TECHNICAL
STANDARD 1071.

EXISTING GRAVEL DRIVEWAY TO BE USED
AS A TRACKING PAD.

v R
o
c g E
T § &
o £33
=
(%) 2 2
5 3¢
|
]
>
c
D:
%]
13
=
2
(] SE
(] E:{
s 23
o
c ha
v X8
3
>
Sl
3
]
s}
z
gZ
23
-G
2
5
z
o
Q
S
z 2
3 z
e 2
2
e 5
= 3
pd &
s =
> E
o 2
= 3
(7. N]
Q z
g ¢
[} 2
N 8
5 &
< S
:
<< @
o =
o 3
g S
=z IS
<< 3
% &
2
O
z
=) =z
S Z .,
S>v 2 3
= 0Ly «
- (%]
02 o
Ipzs= S
Z;mf_—‘ PSS
1G]
2esz
OC<->5 g
FUzZzo 3
Emgu ;
N 7 ®
oNPY =&
am &
<
<
)
2
2 2| & & 9
3
5
2l 5 & g ¢
zZl z| g 3l &
Sl 2| ¥ g =
2 2| £ g ¢
[=} o o < a
SHEET NO.




PLOT DATE: 3/24/2022 2:56 PM

6-3-152 \

. RELOCATED
| PROPANE TANK

==

PL

RETAINMENT
WALL

PROPOSED WELL

w

PROPOSED GAS LINE

SHOWN FOR INFORMATIONAL
PURPOSES ONLY. COORDINATE
LOCATION WITH UTILITY COMPANY.

N

WALL

RETAINMENT

|

.
i
- — = |
‘RN}
= EXISTING
BUILDING
i

PROPOSED ELECTRICAL LINE

SHOWN FOR INFORMATIONAL
= PURPOSES ONLY. COORDINATE
LOCATION WITH UTILITY COMPANY.

[

= %])774’ : =

54 LF 1" HDPE DOMESTIC
/ WATER LATERAL
(6.5' MIN. BURY)
SEE MEP PLANS FOR CONNECTION
TO INTERIOR PLUMBING
PROPOSED

BUILDING
-~

— CONNECTION TO BUILDING

SEE MEP PLANS FOR CONNECTION TO INTERIOR PLUMBING.
VERIFY LATERAL ELEVATION WITH FOOTING ELEVATION FOR
POTENTIAL CONFLICT PRIOR TO CONSTRUCTION

14 LF 4" SCH-40 PVC SANITARY
SEWER @ 2.08% MIN. SLOPE

PLANTER

FLAGPOLE —— o

S. CARVERS ROCK ROAD

PL

PROPOSED SEPTIC TANK
LOCATION APPROXIMATE
SEE SEPTIC PLAN FOR DETAILS

04

FO

)

FO

—— 0 —

OH

0

=2

6-3-162
RICHARD & GAIL KUHLOW
3623 S CARVERS ROCK RD

UTILITY NOTES:

1. NOTE ALL EXISTING UTILITY LOCATION
AND ELEVATIONS TO BE FIELD VERIFIED
PRIOR TO CONSTRUCTION.

2. CONTRACTOR TO COORDINATE ALL
REQUIRED UTILITY RELOCATIONS WITH
UTILITY OWNER AND OWNER.

3. ELECTRIC, GAS, PHONE, FIBER SERVICES
SHOWN FOR INFORMATIONAL PURPOSES
ONLY. CONTRACTOR TO COORDINATE
INSTALLATION AND FINAL LOCATION
WITH UTILITY COMPANY, OWNER, AND
MEP PLANS.

4. WATER MAIN SHALL BE BURIED A
MINIMUM OF 6.5 FEET FROM FINISHED
GRADE TO TOP OF PIPE, UNLESS
OTHERWISE NOTED.

5. SEE MEP PLANS FOR BUILDING
CONNECTIONS TO INTERIOR PLUMBING.

6. WHERE WATER CROSSES OVER STORM OR
SANITARY, MAINTAIN A MINIMUM OF 6"
VERTICAL SEPARATION BETWEEN BOTTOM
OF WATER AND TOP OF STORM OR
SANITARY.

7.  WHERE WATER CROSSES UNDER STORM
OR SANITARY, MAINTAIN A MINIMUM OF
18" VERTICAL SEPARATION BETWEEN
BOTTOM OF STORM OR SANITARY AND
TOP OF WATER.

8. HORIZONTAL SEPARATION BETWEEN
WATER AND STORM OR SANITARY SHALL
BE 8' MINIMUM CENTER TO CENTER.

engineers surveyors planners

Beloit, Wisconsin 53511

2857 Bartells Drive
608.365.4464

www.rhbatterman.com

ISSUANCE

BID/CONSTRUCTION

= | -Batterman

NSIONAL DATA IS NOT TO BE OBTAINED BY SCALING ANY PORTION OF THIS DRAWING.
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